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Model

Operating air temperature (°C) 

Performance Condition: Air 26°C, Water 26°C, Humidity 80%

Heating capacity  (kW)                    

COP 

COP at 50% capacity

COP at 20% capacity

Performance Condition: Air 15°C, Water 26°C, Humidity 70%

Heating capacity  (kW)                    

COP 

COP at 50% capacity

COP at 20% capacity

Sound pressure at 1m dB(A)

Sound pressure of 50% capacity at 1m dB(A)

Compressor

Heat exchanger

Casing

Net Dimension LxWxH (mm)

Net weight (kg)

Advised Water Flux (Litres per minute)

Water pipe in-out size  (mm)

Power supply 

Rated input power  at air 15°C (kW)

Rated input power  at air 26°C (kW)

Max input current  (A)

IEco125

12.5 

11.6~7.0

10.1 

11.6 

8.5 

6.3~4.8

6.1 

6.3 

42.9~53.0

48.5

 872×349×654 

49

66~100

0.47~1.78

0.22~1.79

12.5

IEco165 

16.0 

11.2~7.1

9.7 

11.2 

11.0 

6.4~4.7

5.9

6.4

45.2~56.3

48.7

962×349×654 

60

108-141

0.59~2.34

0.29~2.25

17

IEco205 

20.0 

11.8~6.5

10.2 

11.8 

14.0 

6.5~4.6

6.1

6.5

45.3~57.1

49.6

962×349×754 

68

133-166

0.75~3.04

0.34~3.08

19.5

IEco250

24.0 

11.8~6.5

10.2 

11.8 

16.0 

6.5~4.6

6.2

6.5

45.8~57.8

50.1

961×420×758 

68

166-200

0.86~3.48

0.41~3.69

20.5

Twin Rotary GMCC DC inverter

Spiral titanium tube in PVC

ABS Plastic 

50

230V/1 Ph/50Hz

0-43



Model

Operating air temperature  (°C) 

Performance Condition: Air 26°C, Water 26°C, Humidity 80%

Heating capacity  (kW)                  

COP 

COP at 50% capacity

COP at 20% capacity

Performance Condition: Air 15°C, Water 26°C, Humidity 70%

Heating capacity  (kW)                  

COP                   

COP at 50% capacity 

COP at 20% capacity

Performance Condition: Air 35°C,Water 28°C, Humidity 80%  

Cooling capacity (kW) 

Sound pressure at 1m  dB(A)

Sound pressure of 50% capacity at 1m dB(A)

Compressor

Heat exchanger

Casing

Net dimension L × W × H (mm)

Net Weight (kg)

Advised Water Flux (Litres per minute)

Water pipe in-out size  (mm)

Power supply 

Rated input power  at air 15°C (kW) 

Rated input power  at air 26°C (kW)

Max input current  (A)

IPro150

15.0 

15.5~6.7

10.9 

15.5 

10.5 

7.8~4.6

6.6

7.8

6.8 

41.3~54.0

46.0 

961×340×658

83~116

52

0.27~2.20

0.19~2.24

13.5 

 

 IPro210

20.4 

14.5~5.7

10.2 

14.5 

14.0 

7.4~4.2

6.1

7.4

9.8 

40.9~54.2

46.4

961×420×758

116~166

68

0.38~3.30

0.28~3.58

17.0 

 

IPro270

27.3 

14.6~6.2

10.8 

14.6 

18.0 

7.8~4.6

6.5

7.8

12.1

43.5~54.9

48.4

1092×420×958

50

166~200

90

0.57~3.80

0.37~4.40

20.0 

IPro270T

27.0 

14.5~6.2

10.8 

14.5 

18.0 

7.6~4.5

6.5

7.6

12.1

43.5~54.9

48.4

1092×420×958

166~200

93

0.53~3.90

0.37~4.35

7.0 

IPro350T

5.6 

15.5~5.5

10.3 

15.5 

24.0 

7.7~4.5

6.8 

7.7 

16.4

42.6~54.7

45.8

1161×530×958

200~300

120

0.62~5.20

0.46~6.47

9.5 

 

-7~43

Twin-rotary Mitsubishi DC inverter 

Spiral titanium tube in PVC

ABS Plastic

230V/1 Ph/50Hz 400V/3 Ph/50Hz



Model

Operating air temperature (°C) 

Performance Condition: Air 26°C, Water 26°C, Humidity 80%

Heating capacity  (kW)  in Booster mode                   

Heating capacity  (kW)                    

COP 

COP in Booster mode             

COP at 50% capacity

COP at 20% capacity

Performance Condition: Air 15°C, Water 26°C, Humidity 70%

Heating capacity  (kW)  in Booster mode                   

Heating capacity  (kW)                    

COP 

COP in Booster mode             

COP at 50% capacity

COP at 20% capacity

Performance Condition: Air 35°C,Water 28°C, Humidity 80%  

Cooling capacity (kW) 

Sound pressure at 1m dB(A)

Sound pressure of 50% capacity at 1m dB(A)

Compressor

Heat exchanger

Casing

Net Dimension L × W × H (mm)

Net weight (kg)

Advised Water Flux (Litres per minute)

Water pipe in-out size  (mm)

Power supply 

Rated input power  at air 15°C (kW)

Rated input power  at air 26°C (kW)

Max input current  (A)

IPV135

16.0 

13.3 

13.9~7.1

6.2 

11.0 

13.9 

11.7 

9.7 

7.0~5.1

4.7 

6.4 

7.0 

7.5

41.5~55.2

46.6 

776x687x656

65

83~116

0.34~2.45

0.19~2.58

13.5 

 

 

Twin-rotary Mitsubishi DC inverter 

Spiral titanium tube in PVC

Aluminium-Alloy

50

230V/1 Ph/50Hz

IPV172

-7~43

20.4

17.0 

14.3~6.7

5.9

11.1 

14.3 

15

12.5 

7.1~4.8

4.5

6.4 

7.1 

8.5

43.3~53.9

46.5 

776x687x656

72

108~141

0.42~3.19

0.24~3.46

17.0 

IPV220

26.3 

21.9 

14.0~6.3

5.8 

10.9 

14.0 

19.0 

16.0 

7.1~4.7

4.4 

6.2 

7.1 

11.2 

41.0~54.4

46.6 

776x687x755

88

133~166

0.55~4.32

0.31~4.53

20.0 

 



Model

Operating air temperature (°C)

Performance Condition: Air 26°C, Water 26°C, Humidity 80%

Heating capacity  (kW)  in Turbo mode                   

Heating capacity  (kW)  in Smart mode                   

COP 

COP at 50% capacity

COP at 20% capacity

Performance Condition: Air 15°C, Water 26°C, Humidity 70%

Heating capacity  (kW)  in Turbo mode                   

Heating capacity  (kW)  in Smart mode                   

COP 

COP at 50% capacity

COP at 20% capacity

Performance Condition: Air 35°C,Water 28°C, Humidity 80%  

Cooling capacity (kW) 

Sound pressure at 1m dB(A)

Sound pressure of 50% capacity at 1m dB(A)

Compressor

Heat exchanger

Casing

Net Dimension LxWxH (mm)

Net weight (kg)  

Advised Water Flux (Litres per minute)

Water pipe in-out size  (mm) 

Power supply 

Rated input power  at air 15°C (kW)

Rated input power  at air 26°C (kW)

Max input current (A) 

IXCR46V

17.5 

14.5 

16.1~6.7

12.1 

16.1 

12.0 

10.0 

8.0~4.6

6.9

8

7.1

42.2~48.6

44.3 

710x775x693

71

66~100

0.26~2.51

0.18~2.61

16.0 

IXCR56V

21.5 

18.0 

16.0~6.5

12.0 

16.0 

14.5 

12.0 

7.6~4.5

7.0 

7.6 

8.2

43.1~52.1

45.2 

710x775x693

77

108~141

0.33~3.08

0.23~3.31

18.5 

IXCR66V

27.0 

23.0 

15.3~7.1

11.6 

15.3 

18.0 

15.0 

7.5~4.9

6.5

7.5

12.0 

41.0~52.9

45.3 

710x775x743

95

133~166

0.42~3.67

0.30~3.80

21.5 

IXCR80V

32.0 

27.5 

16.3~6.5

11.5 

16.3 

22.0 

18.5 

8.0~5.0

7.0 

8.0 

14.0 

43.6~53.8

46.7 

729x955x943

110

166~200

0.46~4.40

0.34~4.92

24.0 

Twin-rotary Mitsubishi DC inverter 

Spiral titanium tube in PVC

Aluminum-alloy Casing

50

230V/1 Ph/50Hz

IXCR100VT

40.0 

35.0 

16.0~6.6

11.4 

16.0 

28.5 

24.5 

7.9~4.8

6.9 

7.9 

16.5

42.8~54.0

46.9 

845x955x943

141

200~300

400V/3 Ph/50Hz

0.60~5.94

0.44~6.06

12.5 

-15~+43



TurboSilence 20 Technology

COP up to 20

The TurboSilence® 20 is optimized based on TurboSilence Full-inverter technology. It perfectly match-
es the inverter compressors, and extreme 3D titanium heat-exchanging tech to maximize COP perfor-
mance with the efficiency increased by 30%.

Real Time Energy Use

20% more e�cient than any other Pool Heat Pump on the 

Australian Market

New Generation 3D Spiral Titanium Heat Exchanger

Real Time Energy Use

Turbo Boost Mode

dB(A) as low as 37.8 at 1m

Aluminium-Alloy Cabinet

Model

Operating Air Temperature @

Performance Condition: Air 26C, Water 26°C, Humidity 80%

Heating capacity (kW) in Turbo mode

Heating capacity (kW) in Smart mode

COP

COP at 50% capacity

COP at 20% capacity

Performance Condition: Air 15*C. Water 26-C.Humidity 70%

Heating capacity (kW) in Turbo mode

Heating capacity (kW) in Smart mode

COP

COP at 50% capacity

COP at 20% capacity

Sound pressure at 1m dB(A)

Sound pressure 50% at 1m dB(A)

Compressor

Heat Exchanger

Casing

Net Dimension LxWxH (mm)

Net weight(kg)

Advised Water Flux (Litres per minute)

Water pipe in-out size (mm)

Power supply

Rated input power at air 15°C (kW)

Rated input power at air 26°C (kW)

Max input current (A)

X20-12C

14.0 

12.0 

20.2-7.8

15.2 

20.0 

9.2 

7.5 

8.1-5.4

7.3 

8.1 

37.8-45.9

40.3 

945x432x660

65 

50-66

230V/1 Ph/50Hz 

0.19-1.7

0.12-1.79

12.5 

X20-18C

22.0 

18.0 

21-7.4

15.3 

21.0 

14.8 

12.5 

9.0-5.4

7.6 

9.0 

41.9-49.5

43.3 

1195*432*760

82 

108-141

230V/1 Ph/50Hz 

0.27-2.74

0.17-2.97

18.5

X20-22C

26.5 

22.5 

20.7-7.5

15.2 

20.7 

18.2 

15.0 

9.5-5.5

8.0 

9.5 

39.7-49.8

43.1 

1072x536x956

100 

133-166

230V/1 Ph/50Hz 

0.32-3.31

0.22-3.53

20.5

X20-27C

32.0 

27.5 

20.0-7.3

15.1 

20.0 

22.3 

18.5 

8.3-5.4

7.6 

8.3 

42.1-50.3

45.2 

1264x536x956

122 

166-200

230V/1 Ph/50Hz 

0.46-4.1

0.28-4.38

24.0

X20-35CT

40.0 

35.0 

19.9-7.3

15.0 

19.9 

28.5 

24.0 

8.2-5.0

7.5 

8.2 

41.5-50.5

42.5 

1364x536x956

147 

200-300

400V/3 Ph/50Hz

0.60-5.7

0.35-5.48

12.5 

Twin-Rotary Mitsubishi DC Inverter

New Generation 3D Spiral Titanium

Aluminium-Alloy

50mm

-15℃~+43℃

20

20

20

21

37.8

Spiral Titanium Tube in New Generation 3D 

Heat Exchanger


